
SDG No: 
Site: 

CETIFICATION 

JC24433 laboratory: 
BMSMC, Building 5 Area, PR Matrix: 

Accutest, New Jersey 
Groundwater 

SUMMARY: Groundwater samples (Table 1) were collected on the BMSMC facility- BMSMC, Building 5 
Area, PR. The BMSMC facility is located in Humacao, PR. Samples were taken July 19-20, 
2016 and were analyzed in Accutest laboratory of Dayton, New Jersey for 1,4-Dioxane and 
Naphthalene. The results were reported under SDG No.: JC24433. Results were validated 
using the latest validation guidelines (July, 2015) of the EPA Hazardous Waste Support 
Section. The analyses performed are shown in Table 1. Individual data review worksheets 
are enclosed for each target analyte group. The data sample organic data samples 
summary form shows for analytes results that were qualified. 

SAMPLE ID 

JC24433-1 
JC24433-2 
JC24433-3 

In summary the results are valid and can be used for decision taking purposes. 

Table 1. Samples analyzed and analysis performed 

SAMPLE MATRIX ANALYSIS PERFORMED 
DESCRIPTION 
OSGP11-GWS Groundwater 1 ,-4-dioxane and Naphthalene 151M) 
OSG11D-GWS Groundwater 1 ,-4-dioxane and Naphthalene (SIM) 
OSGP11-GWD Groundwater 1, -4-dioxane and Naphthalene (SIM) 

Reviewer Name: Rafael Infante 
Chemist Ucense 1888 

Signature: 
Date: 



Raw Data: EQOiOfffi•W 

SGS Accutest 

Report of Analysis Page 1 of 1 

Client Sample ID: OSGPil-GWS 
Lab Sample ID: JC24433-l Date Sampled: 07/19/16 
Matrix: AQ · Ground Water Date Rccc:ivcd: 07/21/16 
Method: SW846 82700 BY SJM SW846 3510C Percent Solids: n/a 
Projcce BMSMC, Building 5 Area, PR I 

FileiD DF All~ By Prep Date Prep Batch Analytical Batcll 
Runll 3P55222.D 1 07/22/16 JJ 07/22/16 OP95762A EJP2522 
!Run lt2 

~···· 
Initial Volume Final Volume 
910 ml l.Oml 

un i2 

CAS No. Compound RCIU!t RL MDL Units Q 

91-20-3 Naphthalene ND 0.11 0.032 ug/1 
123-91 -1 1, 4-Dioxane 1.00 0.11 0.054 ug/1 

CAS No. Surrogate Recoveries Runll Runf#l Lim. ita 

4165-60·0 Nltrohenzenc·d5 67% 
321·60·8 2·Fiuorobiphenyl 74% 
1718-51-0 Terphcnyl-d14 50% 

ND = Not detected MDL = Method Detccllon Limit 
RL • Reporting Limit 
E = Indicates value exceeds calibration range 

24-125% 
19-127% 
10-119% 

1 = Indicates an estimated value 
B = Indicates analyse found In associated method blank 
N = Indicates presumptive evidence of a compound 

SGS 
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Raw Dpta: MlijO-fOf!JI•M 

SGS Accutest 

Report of Analysis Page 1 of 1 

Client Sample ID: OSGPllD-GWS 
Lab Sample ID: jC24433-2 Date Sampled: 07/19/16 
Matrix: AQ - Ground Water Date Received: 07/21/16 
Method: SW846 8270D BY SIM SW846 3510C Pc:rCCDt Solids: n/a 
Project: BMSMC, Building 5 Area, PR I 

FilciD DF Analyzed By Prep Date Prep Batch Analytical Batch 
Run *I 3P55221.D 1 07/22116 11 07/22/16 OP95762A E3P2522 
Run 12 

~unit Initial Volume Final Volume 
950 ml l.Oml 

Run 112 

CAS No. CompCJUDd Result RL MDL Unita Q 

91-20-3 Naphthalene ND 0.11 0.031 ug/1 
123·91-1 1,4-Dioxanc 0.979 0.11 0.051 ug/1 

CAS No. SUrrogate Rccavc:rics RunN 1 Runt# l Lim ita 

4165-60-0 Nitrobenzene-d5 70% 
321-60-8 2-Fiuoroblphenyl 79% 
1718-51-0 Terphenyl-dl4 55% 

NO = Not detected MDL = Method Detection Limit 
RL = Reporting Llmll 
E = Indicates value exceeds calibration range 

24-125% 
19-127% 
10-119% 

1 = Indicates an estimated value 
B = Indicates analyte found in assodatcd method blank 
N = Indicates presumptive evidence of a compound 
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SGS Accutcst 

Report of Analysis Page 1 of 1 

clic:nt Sample m: OSGP11-GWD 
JC24433-3 Lab Sample ID: 

Matrix: 
Method: 
Project: 

Runi1 
Run#2 

~·· tl un ##2 

CAS No. 

91 -20-3 
123-91 -1 

AQ • Ground Water 
SW846 82700 BY SIM SW846 3510C 
BMSMC, Building 5 Area, PR 

FilciD DF Analyzed By 
3P55220.0 1 07/22116 JJ 

Initial Volume Final Volume 
910 ml 1.0 ml 

Compound Reault RL 

Naphthalene NO 0.11 
1,4-Dioxane 1.48 0.11 

Date SampJed: 07/20/16 
Date Received: 07/21/16 
Pc:rca1t Solids: n/a 

Prep Date Prep Batch Analytical Batch 
07/22/16 OP95762A E3P2522 

MDL Units Q 

0.032 ugll 
0.054 ugll 

I 

CAS No. Surrogate Rcc:ovc:ric:s Runt# 1 Runtll Limits 

4165-60-0 Nltrobenzene-d5 62% 
321-60-8 2-Fiuorobiphenyl 63% 
1718-51-0 Terphenyl-d 14 35% 

NO = Not detected MDL = Method Detection Limit 
RL = Reporting Limit 
E = Indicates value exceeds calibration range 

24-125% 
19-127% 
10-119% 

j = Indicates an estimated value 
B = Indicates analyte found In associated method blank 
N = Indicates presumptive evidence of a compound 
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SDGNo: 
Analysis: 
Location: 

Critical issues: 
Major: 
Minor: 

EXECUTIVE NARRATIVE 

JC24433 
SW846-8270D 
BMSMC, Building 5 Area, PR 
Humacao, PR 

Laboratory: 
Number of Samples: 

Accutest, New Jersey 
3 

SUMMARY: Three (3) samples were analyzed for Naphthalene and 1,4-Dioxane 
following method SW846-8270D using the selective ion monitoring (SIM) technique. The 
sample results were assessed according to USEPA data validation guidance documents in 
the following order of precedence: EPA Hazardous Waste Support Section, SOP HW-35A, 
July 2015 -Revision 0. Semivolatile Data Validation. The QC criteria and data validation 
actions listed on the data review worksheets are from the primary guidance document, 
unless otherwise noted. 

Results are valid and can be used for dedsion making purposes. 

None 
None 
None 

Critical findings: None 
Major findings: 
Minor findings: 

COMMENTS: 

Reviewers Name: 

Signature: 
Date: 

None 
None 

Results are valid and can be used for decision making purposes. 

Rafael Infante 
Chemist Ucense 1888 



SAMPLE ORGANIC DATA SAMPLE SUMMARY 

Naphthalene 
1,4-Dioxane 

Naphthalene 
1,4-Dioxane 

Naphthalene 
1.4-Dioxane 

Sample 10: JC24433-1 
Sample location: BMS-ICM, Humacao, PR 

Sampling date: 7/19/2016 
Matrix: Groundwater 

METHOD: 82700 (SIM) 
0.11 ug/1 
1.00 ug/1 

Sample ID: JC24433-2 
Sample location: BMS-ICM, Humacao, PR 

Sampling date: 7/19/2016 
Matrix: Groundwater 

METHOD: 82700 (SIM) 
0.10 ug/1 

0.979 ug/1 

Sample ID: JC24433-3 
Sample location: BMS-ICM, Humacao, PR 

Sampling date: 7/20/2016 
Matrix: Groundwater 

METHOD: 82700 (SIM) 
0.11 ug/1 
1.48 ug/1 

1 
1 

1 
1 

1 
1 

u 

u 

u 

Yes 
Yes 

Yes 
Yes 

Yes 
Yes 



DATA REVIEWWORKSHEITS 

Project Number:_JC24433. ____ _ 
Date:_ July_17-July_20,_2016. __ _ 
Shipping Date:_July_20,_2016, __ _ 
EPA Region: 2, ______ _ 

REVIEW OF SEMIVOLATILE ORGANIC PACKAGE 

The following guidelines for evaluating volatile organics were created to delineate required 
validation actions. This document will assist the reviewer in using professional judgment to 
make more informed decision and in better serving the needs of the data users. The sample 
results were assessed according to USEPA data validation guidance documents in the 
following order of precedence: EPA Hazardous Waste Support Section, SOP HW-35A, July 
2015 -Revision 0. Semivolatile Data Validation. The QC criteria and data validation actions listed 
on the data review worksheets are from the primary guidance document, unless otherwise 
noted. 

The hardcopied (laboratory name) _Accutes data package received has been 
reviewed and the quality control and performance data summarized. The data review for SVOCs 
included: 

lab. ProjectJSDG No.: _JC24433. ____ _ Sample matrix: __ Groundwater_ 
No. of Samples: 3_SIM. _____ _ 

Trip blank No.: _______ ------------------
Field blank No.:-------------------------
Equipmentblank No.:, _____ -----------------
Field duplicate No.: JC24433-1/ JC24433-2. ____________ _ 

_X_ Data Completeness 
_X_ Holding Times 
_X_ GCIMS Tuning 
_X_ Internal Standard Performance 
_X_ Blanks 
_X_ Surrogate Recoveries 
_X_ Matrix Spike/Matrix Spike Duplicate 

_ X_ Laboratory Control Spikes 
_X_ Field Duplicates 
_X_ Calibrations 
_X_ Compound Identifications 
_X_ Compound Quantitation 
_X_ Quantitation Limits 

_Overall Comments:_Naphthalene_and_1 ,4-Dioxane_analyzed_by_method_SW846-8270D_(SIM)_ 

Definition of Qualifiers: 

J­
U­
R­
UJ-

I 



DATA REVIEWWORKSHEETS 

DATA COMPLETENESS 

MISSING INFORMATION DATE LAB. CONTACTED DATE RECEIVED 

2 



DATA REVIEWWORKSHEETS 

HOLDING TIMES 

All criteria were met...)(_ 
Criteria were not met 
andlor see below __ 

The objective of this parameter is to ascertain the validity of the results based on the holding time of the 
sample from time of collection to the time of analysis. 

Complete table for all samples and note the analysis and/or preservation not within criteria 

SAMPLE ID DATE DATE pH ACTION 
SAMPLED EXTRACTED/ANALYZED 

All samples extracted and analyzed within method recommended holding time. Samples properly 
preserved except in the cases described in this document 

Cooler temperature (Criteria: 4:!: 2 OC): 1.90C, _____ _ 

Actions 

Results will be qualified based on the criteria of the following Table: 

a e . 0 me •me c 1ons or em.vo ah e na ~·ses T bl I H ld' T' A t' fi S - I 'I A I 
Action 

Matrix Preserved Criteria Detected Non-Detected 
Associated Associated 
Com~_ounds Compounds 

No 
=:; 7 days (for extraction) 

Use professional judgment ::; 40 days (lor analysis) 

> 7 days (for extraction) Use 
No J professional > 40 days (for analysis) 

judgment 
Aqueous 

Yes 
::; 7 days (for extraction) 

No qualilication < 40 days (lor analysis) 

Yes 
> 7 days (for extraction) 

J UJ > 40 days (lor analysis) 

Yes/No Grossly Exceeded J UJ orR 

No 
::; 14 days (lor extraction) 

Use prolessional judgment S40 days (lor analysis) 

> 14 days (for extraction) Use 
No J prolessional > 40 days (for analysis) 

iud~ment Non-Aqueous s 14 days (lor extraction) Yes < 40 days (lor analysis) No qualilication 

Yes > 14 days (for extraction) 
J UJ > 40 days (lor analysis) 

Yes/No Grossly exceeded 
J UJ orR 

3 



DATA REVIEWWORKSHEETS 

All cntena were met _x__ 
Criteria were not met see below_ 

GC/MS TUNING 

The assessment of the tuning results is to determine if the sample instrumentation is within the standard 
tuning ac limits 

_X_ The DFTPP performance results were reviewed and found to be within the specified criteria. 

_X_ DFTPP tuning was performed for every 12 hours of sample analysis. 

If no, use professional judgment to determine whether the associated data should be accepted, qualified 
or rejected. 

List 

Actions: 

Notes: These requirements do not apply when samples are analyzed by the Selected !on 
Monitoring (SIM) technique. 

All mass spectrometer conditions must be identical to those used during the sample 
analysis. Background subtraction actions resulting in spectral distortion are 
unacceptable 

Notes: No data should be qualified based of DFTPP failure. 

The requirement to analyze the instrument performance check solution is optional when 
analysis of PAHs/pentachlorophenol is to be performed by the SIM technique. 

the samples affected: 

1. If sample are analyzed without a preceding valid instrument performance check or are analyzed 
12 hours after the Instrument Performance Check, qualify all data in those samples as unusable 
(R). 

2. If ion abundance criteria are not met use professional judgment to determine to what extent the 
data may be utilized. 

3. State in the Data Review Narrative, decisions to use analytical data associated with DFTPP 
instrument performance checks not meeting the contract requirements. 

4. Use professional judgment to determine if associated data should be qualified based on the 
spectrum of the mass calibration compounds. 

4 



DATA REVIEWWORKSHEETS 

INITIAL CALIBRATION VERIFICATION 

AI en lena were met J_ 
Crilena were no1 mel 
aro<Vor see below __ 

Compliance requirements for satisfactory instrument calibration are established to ensure that the 
instrument is capable of producing and maintaining acceptable quantitative data. 

Date of initial calibration:_ 07/06116_(SIM) ___ _ 
Instrument ID numbers: __ GCMS3P _____ _ 
Matrix/Level: Aqueous/low _____ _ 

DATE LAB ALE CRITERIA OUT COMPOUND SAMPLES 
ID# RFs, %RSD, %D, r AFFECTED 

Initial and initial calibration verification meets the method and guidance validation document 
perfonnance criteria. 

Actions: 

Qualify the initial calibration analytes listed in Table 2 using the following criteria: 

Table 3. Initial Calibration Actions for ~mivohatile Analysis 

Action 
Criterila 

Detect Non-detect 

Initial Calibration not perfonnc:d at specified 
Usc professional Usc professional 

judgment judgment 
frequency and sequence 

R R 

Initial Calibration not performed at the spccilied 
J UJ onccmtrntions 

RRF < Minimum RRF in Table 2 for target 
Usc professional 

judgment R analyte 
J+orR 

RRF 2: Minimum RRF in Table 2 10.. target No qualification No qualification analyte 

VoRSD > Maximum %RSD in Table 2 for target 
J 

Usc professional 
analytc udJ:'IllCnt 
YoRSD 5 Maximum %RSD in Table 2 for target 

No qualification No qualification analytc 

5 



DATA REVIEWWORKSHEETS 

Initial Calibration 

Table 2. RRF, •t.RSD, and •;.o Ac:c:eptanc:e Criteria in Initial Calibration and CCV for Semivol:ltill 
Analysis 

Minimum Maximum 
Opening Opening 

f.\nalytc Maximum Maximum 
RRF •foRSD 

o/oD1 •;.o' 
1,4-Dioxanc p.OIO 40.0 ±40.0 1±50.0 

Benzaldehyde 0.100 40.0 ±40.0 1±50.0 

Phenol 0.080 20.0 ±20.0 ~25 .0 

Bis(2-chlorocthyl)cthcr ~.100 20.0 ±20.0 ~25 .0 

~-Chlorophenol p.:!OO 20.0 ±20.0 1±25.0 

~-Mcthylphcnol p.oto 20.0 ±20.0 1±25.0 

~-Mcthylphenol p.OIO 20.0 rt:20.0 I± 25.0 

2.2'-0xybis-( 1-chloropropanc) ~.010 20.0 ±25.0 1±50.0 

Acelophenone ~.060 20.0 ±20.0 1±25.0 

4-Mcthylphcnol ).010 20.0 ±20.0 1±25.0 

N-Nilroso-<li-n-propylamine 0.080 20.0 ±25.0 1±25.0 

llcxachloroclhanc 0.100 20.0 ±20.0 1±25.0 

N itrobcnzcn c ).()90 20.0 ±20.0 1±25.0 

lsophoronc 0.100 20.0 ±20.0 1±25.0 

2-Nitrophenol p.060 20.0 ±20.0 1±25.0 

2,4-Dimelhylphenol p.o5o 20.0 ±25.0 1±50.0 

13is(2-chlorocthoxy)mcthane ~.080 20.0 ±20.0 1±25.0 

2.4-Dichlorophenol 0.060 20.0 ±20.0 1±25.0 

Naphthalene 0.200 20.0 ±20.0 1±25.0 

4-Chloroanilinc 0.010 40.0 ±40.0 1±50.0 

l·leKachlorobutadiene 0.040 20.0 ±20.0 I± 25.0 

Caprolactnm 0.010 40.0 ±30.0 ~50.0 

4-Ch loro-3 -methyl phenol 0.040 20.0 ±20.0 1±25.0 

2 -Methyl naphthalene 0. 100 20.0 ±20.0 ~25.0 

llexachlorocyclopentadiene 0.010 40.0 40.0 1±50.0 

~.4,6-Trichlorophcnol 0.090 20.0 20.0 ~25.0 

~.4,5-T richlorophenol 0.100 20.0 ±20.0 ~25.0 

1,1 '-Biphenyl 0.200 20.0 :!0.0 1±25.0 

6 



DATA REVIEWWORKSHEETS 

~nalyte !Minimum Maximum 
Opening Opening 

RRF Maximum Maximum 
0/oRSD 

%0' %D' 

~-Chloronaphthalene 0.300 20.0 ±20.0 ~t25 .0 

12-Nitroanilinc 0.060 20.0 1± 25.0 ±25.0 

Pin\ethylphthalate ~.300 20.0 I± 25.0 .... 25.0 

~.6-Dinitrotoluene ~.080 20.0 ~20.0 ..... 25.0 

~ccnaphthylcne ~.400 20.0 1± 20.0 25.0 

3-Nitroaniline ~.010 20.0 ~25.0 ... 50.0 

IAcenaphthene ~.200 20.0 ~20.0 1'-25.0 

12 ,4-Dinitrophcnol ~.010 40.0 1±50.0 1±50.0 

~-Ni trophcnol ~.010 40.0 1±40.0 1±50.0 

Dibcnzofuran ~.300 20.0 1±20.0 tt25 .0 

12,4-Dinitrotoluene ~.070 20.0 I± 20.0 25 .0 

Picthylphthalatc ~.300 20.0 1±20.0 25.0 

I ,2,4,5-Tctrachlorobcnzcnc ~.100 20.0 1±20.0 25.0 

~-Chlorophcnyl-phcnylcthcr ~.100 20.0 1±20.0 25.0 

lrJuorcnc ~.200 20.0 ~ 20.0 ~25 .0 

~-Nitroaniline ~.010 40.0 1±40.0 1±50.0 

~.6-Dinitro-2-methylphenol ~.010 40.0 I± 30.0 jt50.0 

~-Bromophenyl-phenyl ether ~.070 20.0 I± 20.0 jt25.0 

IN-Nitrosodiphcnylaminc ~. 100 20.0 1±20.0 It 25.0 

·lexachlorobenzene 0.050 20.0 ""20.0 t"-25.0 

IAtrazine 0.010 40.0 ±25.0 ft:SO.O 

Pentachlorophenol 0.010 40.0 ±40.0 ft:SO.O 

Phenanthrene 0.200 20.0 ±20.0 ft25 .0 

~nthrncene 0.200 20.0 ±20.0 1±:25.0 

~arbazole 0.050 20.0 ±20.0 it25.0 

bi-n-butylphthnlarc 0.500 20.0 ±20.0 1±:25.0 

... luornnthene 0.100 20.0 ±20.0 it 25.0 

Pyrene 0.400 20.0 ±25.0 ft50.0 

)lutyl benzylphthalate 0.100 20.0 ~25.0 ft:50.0 

7 



DATA REVIEWWORKSHEITS 

~nalyte Minimum 
Maximum 

Opening Opening 
RRF Maximum Maximum 

~oRSD 
o/oD' o/oD' 

3.3'-Dichlorobenzldine 0.010 40.0 ±40.0 ±50.0 

~enzo(a )anthracene 0.300 20.0 ~20.0 ±25.0 

~hrysene 0.200 20.0 ~20.0 ±50.0 

~ is(2-cthylhexyl) phthalate ~.200 20.0 ±25.0 ±50.0 

bi-n-octylphthalatc 0.010 40.0 ±40.0 ±50.0 

Bcnzo(b )fluoranthcnc 0.010 20.0 ±25.0 ±50.0 

~cnzo(k)fluoranthcnc 0.010 20.0 ~25.0 ±50.0 

~enzo(a)pyrene ~).010 20.0 ~20.0 ±50.0 

ndeno( 1.2.3-cd)pyrene ~.010 20.0 :± 25.0 ±50.0 

Dibcnzo(a.h)anthmccnc 0.010 20.0 ±25.0 ±50.0 

Benzo(g.h.i)pcrylcnc 0.010 20.0 ±30.0 ±50.0 

t!.3.4,6-Tetrachlorophcnol 0.040 20.0 ~20.0 ±50.0 

Naphthalene ~.600 20.0 ~25.0 ±25.0 

2-Methylnaphthalene ~.300 20.0 ±20.0 ±25.0 

Accnaphthylcnc ~.900 20.0 ±20.0 ±25.0 

Acenotphthene ~.500 20.0 ±20.0 ±25.0 

cluorcnc ~.700 20.0 ~25.0 it 50.0 

Phenanthrene ~.300 20.0 ~25.0 ±50.0 

Anthracene ~.400 20.0 ±25.0 ±50.0 

~luoranthene ~.400 20.0 ±25.0 ±50.0 

Pyrcnc ~.500 20.0 ±30.0 ±50.0 

Bcnzo(a)anthrnccnc ~.400 20.0 ~25.0 ±50.0 

Chyrsenc ~.400 20.0 ~25.0 ±50.0 

Benzo(b) n uoranthene ~.100 20.0 ~30.0 ±50.0 

~cnzo(k)lluor.mthcnc ~.100 20.0 ±30.0 ±50.0 

~cnzo(n}pyrcnc ~.100 20.0 ±25.0 ±50.0 

ndcno( 1.2.3-cd)pyrcnc ~.100 20.0 [t40.0 ±50.0 

pibenzo(a.h)anthrncene ~.010 25.0 ~40.0 ±50.0 

~cnzo(g.h.i)pcrylcnc ).020 25.0 ±40.0 ±50.0 
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DATA REVIEWWORKSHEETS 

.,cmachlorophcnol ~.010 40.0 ~50.0 ~50.0 
Dcuteratcd Monitoring Compounds 

~lnimum Maximum 
Opening Closing 

~n:al)1c Maximum M:aximum RRF %RSD %01 %D 
1 ,4-Dioxanc-dx p.OIO 20.0 ±25.0 it50.0 

Phcnol-ds p.OIO 20.0 ±25.0 1±2.5.0 

B is-(2-ch loroethyl )cthcr-da 0.100 20.0 ±20.0 ft:25 .0 

2 -Chlorophenol-d~ 0.200 20.0 _20.0 fi:25.0 

4-Mcthylphcnol-dw 0.010 20.0 ±10.0 !f:25.0 

4-Chloroanilinc-d~ 0.010 40.0 ±40.0 ft:50.0 

Nitrobenzene-ds 0.050 20.0 ±20.0 ft:25 .0 

2-Nitrophcnol-d~ 0.050 20.0 ±20.0 ~25.0 

2,4-Dichlorophenol-d.l ().060 20.0 ±20.0 it25.0 

Dimethylphthalate-d,. 0.)00 20.0 ±20.0 1±:25.0 

Accnaphdlylcnc-d" ).400 :w.o ±20.0 ft:25 .0 

4-Nitrophenol-d~ 0.010 40.0 ±40.0 ft50.0 

r.'{uorcnc-dm 0.100 20.0 ±20.0 ±25.0 

4,6-Dinitro-2~methylphenol-d! 0.010 40.0 :.I:30.0 ±50.0 

!Anthracene-d u• 0.300 20.0 I± 20.0 ±25.0 

Pyrcnc-du, 0.300 20.0 1±25.0 ±50.0 

~cnzo( a)pyrcnc-d 1! 0.010 20 .0 20.0 !f:50.0 

=tuoranthene-dw (SIM) 0.400 20.0 25.0 ft:SO.O 

~-Methylnaphthalene-d .u (SIM) ).)()() 20.0 20.0 ft:25 .0 
1 If a closing CCV is acting as an opening CCV, all tnr~o>ct analytcs must meet the requirements for nn 
opening CCV. 

Note: If analysis by SIM technique is requested for PAH/pentachlorophenols, calibration 
standards analyzed at 0.1 0, 0.20, 0.40, 0.80, and 1.0 ng/ul for each target compound 
of interest and the associated DMCs. Pentachlorophenol will require only a four point 
initial calibration at 0.20, 0.40, 0.80, and 1.0 ng/ul. 
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All cnleria were met _x__ 
Critena were not met 
andlor see below __ 

CONTINUING CALIBRATION VERIFICATION 

Compliance requirements for satisfactory instrument calibration are established to ensure that the 
instrument is capable of producing and maintaining acceptable quantitative data. 

Date of initial calibration: 07/06/16_(SIM), ____ _ 
Date of initial calibration verification (ICV):_0?/16116 _____ _ 
Date of continuing calibration verification (CCV):_07/22116;_07/25/16 __ 
Date of closing CCV: ______________ _ 
Instrument ID numbers: ______ GCMS3P _____ _ 
Matrix/Level: Aqueous/low __ 

DATE LAB FILE CRITERIA OUT COMPOUND SAMPLES 
10# RFs, %RSD, %0, r AFFECTED 

-

-

Note: Initial and continuing calibration verifications meet the method and guidance document required 
performance criteria. No closing calibration verification included in data package. No action 
taken, professional judgment 

Actions: 

Notes: Verify that the CCV is run at the required frequency (an opening and closing CCV must 
be run within 12-hour period). 

All DMCs must meet the RRF values given in Table 2. No qualification of the data is 
necessary on DMCs RRF and %RSD/%D alone. Use professional judgment to evaluate 
DMCs and %RSDJOkD data in conjunction with DMCs recoveries to determine the need 
for qualification of the data. 

Qualify the initial calibration analytes listed in Table 2 using the following criteria in the CCVs: 
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Table 4. CCV Actions for Scmivolatilc Analysis 

Action 
Criteria for OpeninJ! CCV Criteria for Closing CCV 

Detect N un-detec:t 

Usc Usc 
CCV not performed at required CCV not perfonncd at required professional professional 
li"Cqucncy and sequence frequency judgment judgment 

R R 

CCV not performed at specified CCV not performed at specified Usc Usc 
professional professional concentration concentration 
judgment judgment 

Usc 
RRF < Minimum RRF in Table 2 RRF < Minimum RRF in Table 2 professional 

R for target anal:,-te for target anal)1c judgment 
J orR 

RRF ~ Minimum RRF in Table 2 RRF ~ Minimum RRF in Table 2 No No 
for tnrgct nnalytc for target nnnlytc qualilication q uali f !Cation 

%0 outside the Opening %0 outside the Closing Maximum 
Maximum %0 limits in Table 2 %0 limits in Table 2 for target J UJ 
for target nnnl}tc analyte 
%D within the inclusive Opening %0 within the inclusive Closing 

No No Maximum %D limits in Table 2 Maximum %0 limite; in Table 2 
qualification qualification for target :mal}te for target anal)te 
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BLANK ANALYSIS RESULTS (Sections 1 & 2) 

All cnlena were mei_X_ 
Cntena were not mel 
ard'or see below __ 

The assessment of the blank analysis results is to determine the existence and magnitude of 
contamination problems. The criteria for evaluation of blanks apply only to blanks associated with the 
samples, including trip, equipment and laboratory blanks. If problems with any blanks exist all data 
associated with the case must be carefully evaluated to determine whether or not there is an inherent 
variability in the data for the case, or if the problem is an isolated occurrence not affecting other data. 

List the contamination in the blanks below. High and low levels blanks must be treated separately. 

Notes: The concentration of non-target compounds in aH blanks must be less than or equal to 
10 ug/L. 

The concentration of target compounds in all blanks must be less than its CRQL listed 
in the method. 

Samples taken from a drinking water tap do not have and associated field blank. 

Laboratory blanks 

DATE 
ANALVZED 

LABID LEVEU 
MATRIX 

COMPOUND CONCENTRATION 
UNITS 

_No_targeLanafytes_detected_in_method_blanks. ______________ _ 

Field/Equipment/Trip blank 

DATE 
ANALVZED 

LABID LEVEU COMPOUND 
MATRIX 

CONCENTRATION 
UNITS 

_No_fieldlequipmenLblanks_analyzed_with_this_data_package. __________ _ 
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BlANK ANALYSIS RESULTS (Section 3) 

Blank Actions 

Qualify samples based on the criteria summarized in Table 5: 

All cnlena were met __.:;.._ 
Critena were not met 
ard'or see below __ 

TableS. Blank and TCLP/SPLP LEB Actions for Semivolatile Analysis 

Blank Type Blank Result Sample Result Action 

Detect Non-detect No qualification 

< CRQL Report at CRQL and qualify 
< CRQL as non-detect ( U) 

!:: CRQL Usc professional judgment 

< CRQL Report at CRQL and qualify 
as non-detect ( U) 

~ CRQL 
Report at sample results and 

~ CRQL btu < Blank Result qualify as non-detect (U) or as 
Method, unusable (R) 
TCLP/SPLP 
LEB, field ~ CRQL and ~ Blank Result Usc profcs.<;ional judgment 

Grossly high Detect Report at sample results and 
qualify as unusable (R) 

TIC > 5.0 ug/L 
(water) or 0.0050 
mg/L(TCLP 
leachate) Detect Use professional judgment 
or 

TIC > 170 ug/Kg 
(soil) 
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All criteria Wefe mel _x_ 
Crileria were nol mel 
and/or see below_ 

SURROGATE SPIKE RECOVERIES- OEUTERATEO MONITORING COMPOUNDS (DMCs) 

Laboratory performance of individual samples is established by evaluation of surrogate spike recoveries 
- deuterated monitoring compounds. All samples are spiked with surrogate compounds prior to sample 
analysis. The accuracy of the analysis is measured by the surrogate percent recovery. Since the effects 
of the sample matrix are frequendy outside the control of the laboratory and may present relatively 
unique problerm, the validation of data is frequently subjective and demands analytical experience and 
professional judgment 

Notes: Recoveries for DMCs in samples and blanks must be within the limits specified in Table 
6. 

The recovery limits for any of the compounds listed in Table 6 may be expanded at any 
time during the period of performance if USEPA determines that the limits are too 
restrictive. 

If a DMC is not added in the samples and blanks or the concentrations of DMCs in the 
samples and blank not the specified, use professional judgment in qualifying the data. 

Table 7. DMC Actions for Scmivolatile Analysis 

Acli()n 
Criteria 

Detect Non-detect 

%R < I 0% (excluding DMCs with I 00/o as a lower 
J- R acceptance limit) 

10% ~ %R (excluding DMCs with 10% as a lower 
J- UJ acceptance limit)< Lower Acccprance Limit 

Lower Acceptance limit$ %R ~ Upper Acceptance Limit No qualification No qualiticmion 

%R > Upper Acceptance Limit J+ No qualiftcation 

List the percent recoveries (OkRs) which do not meet the criteria for DMCs (surrogate) recovery. 
Matrix:_Groundwater ___________ _ 

SAMPLEID SURROGATE COMPOUND ACnON 

_DMCs_meeLthe_required_criteria_Non-_deuterated_surrogates_added_to_the_samples_were __ 
_ within_laboratory_recovery_limits. __________________ _ 
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Table 8. Scmivolatlle OMC" and the Associated Target Anal)1es 

1,4-Diolllne-da (OMC-1) Phenol-d5 ( 01\tC-2) Bis(2-Chloroethyl) ether-da 
(OMC-3) 

1,4-0ioxane Benzaldehyde Bis(2-chlorocthyl)cthcr 
Phenol 2,2'-0xybis( 1-chloropropane) 

Bis(2-chlorocthoxy)methane 

2-Chlomphenol~( DMC-4) 4-1\feth) lphenol-da (DMC-5) 4-Chloroaniline-d, (01\fC~) 
2-Chlorophenol 2-Mclhylphcnol 4-Chloroanilinc 

3-Mcth) !phenol Hc,.;ach I orocyclopcmadil.-nc 
4-Mcthylphcnol Dichlorobenzidinc 
2,4-Dimethylphenol 

Nltrohcnzene-ds(OMC-7) 2-Nitropheno~ (DMC-8) 2,4-Dichlo ropbenol-dJ ( DMC-9) 
Acetophenone lsophorone 2,4-Dichlorophcno1 
N-Nitroso-di-n-propylamine 2-Nitrophenol llexachlorobutadiene 
llexachloroet:hane I Jexachlorocyclopentadiene 
N itrobcnzenc 4-Ch loro-3 -methyl phenol 
2.6-Di nitrotol ucne 2,4,6-Trichlorophcnol 
2.4-Dinitrotolucne 2,4,5-·rrichlorophcnol 
N-Nitrosodiphcnylaminc 1,2,4,5-Tetrnchlorobcnzcnc 

*Pentachlorophenol 
2,3,4,(J-l'ctrach1orophcno1 

Oimcth}·lphthalate-d, ( 01\fC-1 0) Acenuphthylcne-da(DMC-11) 4-Nilmphenol-d, (DMC-12) 
Coprolactam *Naphthalene 2-Nitronnilinc 
1,1'-Biphen)·l • 2 • Mcthy lnaphlhalene 3-Nitrooniline 
Dimeth ylphthalatc 2-Chloronaphthalcne 2,4-Dmitrophcnol 
Dieth} !phthalate • Accnaphthylenc 4-Nitrophcnol 
Di-n-butylphthalatc • Accnaphthcnc 4-Nitroanilinc 
ButylbcnZ}·Iphthalotc 
Bis{2-cthylhcxyl) phthal:~tc 

Di-n-octylphthalate 
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Fluorcne-d 10 (OM C-13) 4,6-Dinitro-2-methylphennl-d1 Anthnu:enM.IIo(Dl\tC-15) 
(DMC-14) 

Dibcnzofuran 4.6-Dinitro-2-mcth)'lphcnol l·lcxachlorobcnzcnc 
•Fluorene Atrnzine 
4-Chlorophcnyl-phcn) lcthcr • Phenanthrene 
4-Bromophcn) 1-phcnylcthcr • Anthracene 
Carbawlc 

Pyre ne-d 1o (UMC-16) Bcnzo( a)pyrene-d u ( DMC-17) 
• Fluorn111hcnc J,:l'-Dichlorobcnzidinc 
•P)Tcnc •Bcnzo(b)tluornnthcne 
•Bcnzo(a)anthrnccnc •Bcnzo(k)tluornnthcne 
•chryscne • Bcnzo(a)pyrcnc 

•lndeno( 1.1,3-cd)pyn:ne 
•Dibcnzo(a,h)anthraccnc 
*Bcnzo(g,h,i)pCf)'lcnc 

*lnclu~d in optional Target Anal)1e List (f AL) of PAlls and PCP only. 

Table 9. Semh·obatlle SIM DMCs 11nd the Associated Ta~et ADill)1es 

Fluor:tnthene-d 10 2-l\lethylnaphthalene-d I 0 
(DMC-l) (DMC-2) 

Fluoranthcnc Naphthalene 
Pyrcne 2-McthyiMphthalcnc 
Berw>(a)anthracene Acenaphthylene 
Chryscne Accnaphthcne 
8cn7..o(b)fluornnthcnc fluorene 
Benzo(k)fluoranthene Pentachlorophenol 
Ben7..o(a)pyrcne Phenanthrene 
I ndcno( I ,2,3-cd )pyrene Anthracene 
Dibenzo(a,h )anthracene 
Bcn7.o(g.h,i)pcrylenc 
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VII. A MATRIX SPIKE/MATRIX SPIKE DUPLICATE (MSJMSD) 

All crilena were mel_x__ 
Crileria were not mel 
and'or see below __ _ 

This data is generated to determine long term precision and accuracy in the analytical method for 
various matrices. This data alone cannot be used to evaluate the precision and accuracy of individual 
samples. If any % R in the MS or MSD falls outside the designated range, the reviewer should 
determine if there are matrix effects, i.e. LCS data are within the QC limits but MS/MSD data are outside 
QCiimit 

1. MSJMSD Recoveries and Precision Criteria 

The laboratory should use one MS and a duplicate analysis of an unspiked field sample if target 
analytes are expected in the sample. If target analytes are not expected, MSJMSD should be analyzed. 

NOTES: Data forMS and MSDs will not be present unless requested by the Region. 
Notify the Contract Laboratory COR if a field or trip blank was used for the MS 
andMSD. 

For a Matrix Spike that does not meet criteria, apply the action to only the field sample used to prepare 
the Matrix Spike sample. If it is clearly stated in the data validation materials that the samples were 
taken through incremental sampling or some other method guaranteeing the homogeneity of the sample 
group, then the entire sample group may be qualified. 

List the %Rs, RPD of the compounds which do not meet the criteria. 

Sample ID: __ JC24433-1 ____ _ MatrixJLevei: __ Groundwater_ 

The QC reported here applies to the following samples: Method: SW846 82700 BY SIM 

JC24433·1, JC24433·2, JC24433-3 

JC24433-1 Spike MS MS Spike MSD MSD Limits 
Compound ugn a ugn ugn % ugn ugJI % RPD Rec/RPD 
Naphthalene NO 2.2 1.20 55 2.2 1.22 56 11 23~140/36 
1 ,4 .. Dioxane 1.00 2.2 1.93 42 2.2 1.85 39 5 20..160/30 

Note: MSJMSD% recoveries and RPD within laboratory control limits. 

* 
* 

Actions: 

QC limits are laboratory in .. house performance criteria, LL = lower limit UL = upper limit 
If QC limits are not available, use limits of 70 - 130 %. 

QUALITY %R<Ll %R>UL 
Positive results J J 
Nondetects results R Accept 
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MSIMSD criteria apply only to the unspiked sample, its dilutions, and the associated MSJMSD samples: 

If the % R for the affected compounds were < LL (or 70 %), qualify positive results (J) and 
nondetects (UJ). 
If the % R for the affected compounds were> UL (or 130 %), only qualify positive results (J). 
If 25 % or more of all MSJMSD %R were < LL (or 70 %) or if two or more MSIMSD %Rs were 
< 1 0%, qualify all positive results {J) and reject nondetects (R). 

A separate worksheet should be used for each MSJMSD pair. 
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All cnleria were mel _x__ 
Crilena were nol mel 
and/or see bela.¥_ 

INTERNAL STANDARD PERFORMANCE 

The assessment of the internal standard (IS) parcrneter is used to assist the data reviewer in 
determining the condition of the analytical instrumentation. 

list the internal standard area of samples which do not meet the criteria. 

DATE SAMPLE ID IS OUT IS AREA ACCEPTABLE ACllON 
RANGE 

Internal area meets the required criteria of batch samples corresponding to this data package. 

Action: 
1. If an internal standa"d area count for a sample or blank is greater than 213.0% of the area for 

the associated standard (opening CCV or mid~point standard from initial calibration) (see Table 
10 below}: 
a. Qualify detects for compounds quantitated using that internal standard as estimated low 

(J~}. 

b. Do not qualify non-detected associated compounds. 
2. If an internal standard area count for a sample or blank is less than 20.0% of the area for the 

associated standard (opening CCV or mid·point standard from initial calibration): 
a. Qualify detects for compounds quantitated using that internal standard as estimated 

high (J+). 
b. Qualify norrdetected associated compounds as unusable (R}. 

3. lf an internal standard area count for a sample or blank is greater than or equal to 50.0%, and 
less than or equal to 213% of the area for the associred standard opening CCV or mid-point 
standard from initial calibration, no qualification of the data is necessary. 

4. If an internal standard RT varies by more than 10.0 seconds: Examine the chromatographic 
profile for that sample to determine if any false positives or negatives exist For shifts of a large 
magnitude, the reviewer may consider partial or total rejection of the data for that sample 
fraction. Detects should not need to be qualified as unusable (R) if the mass spectral criteria are 
met 

5. If an internal standcrd RT varies by less than or equal to 10.0 seconds, no qualification of the 
data is necessary. 
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Note: Inform the Contract Laboratory Program Project Officer (CLP PO) if the internal 
standard performance criteria are grossly exceeded. Note in the Data Review Narrative 
potential effects on the data resulting from unacceptable internal standard perfonnance. 

State in the Data Review Narrative if the required internal standard compounds are not 
added to a sample or blank or if the required internal standard compound is not 
analyzed at the specified concentration. 

Actions: 

Table 10. Internal Standard Actions for Scmivolatile Analysis 

Action 
Criteria 

Detect Non-detect 

Area response < 20% of the opening CCV or mid-point 
J+ R standard CS3 from ICAL 

200/o ~ Area response< 50% of the opening CCV or 
J+ UJ mid·point standard CSJ from [CAL 

500/o ~ Area response 5 200% of the opening CCV or 
No qualification No qualification mid-point standard CSJ from ICAL 

Area response > 200% of the opening CCV or mid-point 
J- No qualification standard CS3 from !CAL 

RT shift between sample/blank and opening CCV or R R mid-point standard CS3 trom ICAL > 10.0 seconds 
RT shift between sample/blank and opening CCV or No qualification No qualification mid-point standard CSJ from I CAL< I 0.(1 seconds 
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TARGET COMPOUND IDENTIFICATION 

Criteria: 

All criteria Wen! met_x_ 
Criteria were not met 
and/or see below 

Is the Relative Retention Times (RRTs) of reported compounds within ±0.06 RRT units of the standard 
RRT [opening Continuing Calibration Verification (CCV) or mid-point standard from the initial 
calibration]. Yes? or No? 

List compounds not meeting the criteria described above: 

SampleiD Compounds Actions 
----------------------------------------------------------------------------------------------------------------------------------

Mass spectra of the sample compound and a current laboratory-generated standard p.e., the mass 
spectrum from the associated calibration standard (opening CCV or mid-point standard from initial 
calibration)) must match according to the following criteria: 

a. AJJ ions present in the standard mass spectrum at a relative intensity greater than 100k 
must be present in the sample spectrum. 

b. The relative intensities of these ions must agree within ±20% between the standard and 
sample spectra (e.g., for an ion with an abundance of 50% in the standard spectrum, 
the corresponding sample ion abundance must be between 30-70%). 

c. Ions present at greater than 10% in the sample mass spectrum, but not present in the 
standard spectrum, must be evaluated by a reviewer experienced in mass spectral 
interpretation. 

List compounds not meeting the criteria described above: 

Sample ID Compounds Actions 
----------------------------------------------------------------------------------------------------------------------------------

_ldentified_compounds_meeLthe_required_criteria_ 
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Action: 

1. The application of qualitative criteria for GCIMS analysis of target compounds requires 
professional judgment It is up to the reviewer's discretion to obtain additional information from 
the laboratory. If it is determined that incorrect identifications were made, qualify all such data 
as unusable (R). 

2. Use professional judgment to qualify the data if it is determined that cross-contamination has 
occurred. 

3. Note in the Data Review Narrative any changes made to the reported compounds or concerns 
regarding target compound identifications. Note, for Contract laboratory COR action, the 
necessity for numerous or significant changes. 

TENTATIVELY IDENTIFIED COMPOUNDS (TICS) 

NOTE: Tentatively identified compounds should only be evaluated when requested by a party 
from outside of the Hazardous Waste Support Section (HWSS). 

UstTlCs 

SampleiD Compound Sample ID Compound 

--------------------------------------------------------------------------------------------------------------------------------------------------

Action: 

1. Qualify all TIC results for which there is presumptive evidence of a match (e.g. greater than or 
equal to 85% mat:h) as tentatively identified (NJ), with approximated concentrations. TICs 
labeled ·unknown• are qualified as estimated (J). 

2. General actions related to the review of TIC results are as follows: 
a. If it is determined that a tentative identification of a non-target compound is 

unacceptable, change the tentative identification to ·unknown· or another appropriate 
identification, and qualify the result as estimated (J). 

b. If all contractually-requi'ed peaks were not library searched and quantitated, the 
Region's designated representative may request these data from the laboratory. 

3. In deciding whether a library search result for a TIC represents a reasonable identification, use 
professional judgment If there is more than one possible match, report the result as •either 
compound X or compound Y". If there is a lack of isomer specificity, change the TIC result to a 
nonspecific isomer result (e.g., 1,3,5-trimethyl benzene to trimethyl benzene isomer) or to a 
compound class (e.g., 2-methyl, 3-ethyl benzene to a substituted aromatic compound). 

4. The reviewer may elect to report all sim~ar compounds as a total (e.g., all alkanes may be 
summarized and reported as total hydrocarbons). 
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5. Target compounds from other fractions and suspected laboratory contaminants should be 
marked as ·non-reportable·. 

6. Other Case factors may influence TIC judgments. If a sample TIC match is poor, but other 
samples have a TIC with a valid library match, similar RRT, and the same ions, infer 
identification information from the other sample TIC resl,jfs, 

7. Note in the Data Review Narrative any changes made to the reported data or any concerns 
regarding TIC identifications. 

8. Note, for Contract Laboratory COR action, failure to proper1y evaluate and report TICs 
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All cnteria were met _A_ 
Crilena were not mel 
andfot see below __ 

SAMPLE QUANTITATION AND REPORTED CONTRACT REQUIRED QUANTITATION LIMITS 
(CRQLS) 

Action: 
1. When a sample is analyzed at more than one dilution, the lower CRQL are used unless a QC 
exceedance dictates the use of higher CRQLs from the diluted sample. Samples reported with an ·E· 
qualifier should be reported from the diluted sample. 
2. If any discrepancies are found, the Region's designated representative may contact the laboratory to 
obtain additional information that could resolve any differences. lf a discrepancy remains unresolved, 
the reviewer must use professional judgment to decide which value is the most accurate. Under these 
circumstances, the reviewer may determine that qualification of data is warranted. Note in the Data 
Review Narrative a description of the reasons for data qualification and the qualification that is applied to 
the data. 
3. For non-aqueous samples, if the solids is less than 1 0.00.4, use professional judgment for both detects 
and non-detects. If the percent solid for a soil sample is greater than or equal to 10.0% and less than 
30.0%, use professional judgment to qualify detects and non-detects. If the percent solid for a soil 
sample is greater than or equal to 30.0%, detects and non-detects should not be qualified (see Table 
11). 
4. Note, for Contract Laboratory COR don, numerous or significant failures to accurately quantify the 
target compounds or to properly evaluate and adjust CRQLs. 
5. Results between MDL and CRQL should be qualified as estimated • J•. 
6. Results < MDL should be reported at the CRQL and qualified ·u·. MDLs themselves should not be 
reported. 

Table 11. Percent Solids Actions for Semivolatile Analysis ror Non-Aqueous Samples 

Action 
Criteria 

Detects Non-detects 

%Solids< I 0.0% Usc professional judgmcnl Usc prof~o"Ssional judgmcnl 
I 0.00/o ::; %Solids < 30.00/o Usc professional judgmcnl Usc professional judgment 
%Solids> 30.0% No quulificatinn No qualification 

SAMPLE QUANTITATION 

The sample quantitation evaluation is to verify laboratory quantitation results. In the space below, please 
show a minimum of one sample calculation: 

Sample ID:_ JC24433-1_(SIM)_ Analyte:_1 ,4-dioxane _ RF:_0.403 

[} = (7319)(4.0)/(79772)(0.403) 
= 0.91 ppm Ok 
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QUANTITATION LIMITS 

A. Dilution perfonned 

SAMPLEID DILUTION REASON FOR DILUTION 
FACTOR 

' 

; 

~ 

) 

1--

I 
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FIELD DUPLICATE PRECISION 

Sample IDs: _JC24433-1/JC24433-2_ 

AU aiteria were met _y._ 
Cnleria weJe not mel 
and/or see below __ 

Matrix:_ Groundwater __ 

Field duplicates samples may be taken and analyzed as an indication of overall precision. These 
analyses measure both field and lab precision; therefore, the results may have more variability than 
laboratory duplicates which only laboratory performance. It is also expected that soil duplicate results 
will have a greater variance than water matrices due to difficulties associated with collecting identical 
field duplicate samples. 

The project QAPP should be reviewed for project-specific infonnation. 
Suggested criteria: if large RPD (> 50 %) is observed, confirm identification of the samples and note 
differences. If both samples and duplicate are <5 SQL, the RPD criteria is doubled. 

COMPOUND SQL SAMPLE DUPLICATE RPD ACTION 
ug/L CONC. CONC. 

Reid duplicate analyzed as part of this data package. RPD within the required criteria < 50 % for 
detected target anal fles above 5 SQL. 

26 



DATA REVIEW WORKSHEETS 

OTHER ISSUES 

A System Performance 

All aileria were met __x__ 
Criteria were not met 
and/or see below_ 

List samples qualified based on the degradation of system performance during simple analysis: 

SampleiD Comments Actions 
--------------------------------------------------------------------------------------------------------------------------------------------------

Action: 

Use professional judgment to qualify the data if it is determined that system performance has degraded 
during sample analyses. Inform the Contract Laboratory Program COR any action as a result of 
degradation of system performance which significantly affected the data. 

B. OveraH Assessment of Data 

List samples qualified based on other issues: 

Sample ID Comments Actions 
--------------------------------------------------------------------------------------------------------------------------------------------------
_No_other _issues_that_required_the_need_to_qualify _the_data._Results_cn_valid_and_can_be_used 
_for_decission_purposes._Other_discrepancies_are_shown_below. _________ _ 

Note: 

Action: 

1. Use professional judgment to determine if there is any need to qualify data which were not 
qualified based on the Quality Control (QC) criteria previously discussed. 

2. Write a brief narrative to give the user an indication of the analytical limitations of the data. 
lnfonn the Contract Laboratory COR the action, any inconsistency of the data with the Sample 
Delivery Group (SDG) Narrative. If sufficient infonnation on the intended use and required 
quality of the data is available, the reviewer should include their assessment of the usability of 
the data within the given context This may be used as part of a formal Data Quality 
Assessment (DQA). 
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3. Sometimes, due to dHutions, re-analysis or SIM/Scan runs are being performed, there will be 
multiple results for a single analyte from a single sample. The following criteria and professional 
judgment are used to determine which result should be reported: 

• The analysis with the lower CRQL 
• The analysis with the better ac results 
• The analysis with the higher results 

28 


